
 

AHD Mini Dome Camera

CMR-AHD-MINI-DOME-IR
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• NTSC: 720p Resolution

• Specialized structure for vehicles

• Anti-vibration

• Ultra-wide color temperature for color fidelity

• Anti-jamming & low power design 

• Audio band-pass filter

• Individual Audio Channels per camera

• Versitile mounting angles with secure lock

Features:Description: 

The Costar Mini Series advanced High-Definition (AHD) 
analog dome cameras are built in a low-profile metal 
vandal resistant housing. With 720p and 6 built in IR’s. It 
offers sharp, clear high-quality images in any lighting 
conditions. Available in three different focal lengths 
(6.0mm, 3.6mm & 2.5mm) The Costar Mini Dome 
cameras are able to capture the perfect angle and 
image. 

With advanced features, such as automatic color 
temperature correction and intelligent light balance 
compensation, The Costar Mini Dome series introduces
the next generation of mobile-rated dome cameras.
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MOBILE VIDEO

CMR-AHD-MINI-DOME-IR Specifications 

Power

Camera Parameters

Optical Lens

Audio/Video Encode

Power Consumption: 120mA/DC 12V (IR ON) 70mA (IR off)
Power Supply: 12V DC ± 10%

Dimensions

Video Output

Specifications and design are subject to change without notice.  Conversions: 1” = 25.4mm.  Measurement conversions are approximate.

Model Lens (mm) Resolution
CMR-AHD-MINI-DOME-IR 6.0mm, 3.6mm, 2.8mm NTSC: 720p Resolution
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Sensor: 1/3" 1.3M pixel CMOS 
Resolution: NTSC: 720p Resolution
Minimum Illumination: 0lux when IR ON
Sync System: Inter-sync
Scanning System: 2 : 1 Interlaced
S/N: ≥50db (AGC OFF)
Electronic Shutter: Auto
White Balance Mode: Auto
Color to Black: Ext
Gamma Correction: 0.45

Lens: 6.0mm, 3.6mm or 2.8mm

Audio: Yes (Support Band-pass Filter)
Video Output: AHD standard output, 4-pin aviation cable
IR: 6 IR LEDs IR distance 5 meters

General Information
Working Temperature: -4°F ~ 1 22°F

Aviation Plug Connector

Aviation RS765-4 (Female)

1 - 12VDC(+)
2 - 12GND(-)
3 - AUDIO
4 - VIDEO
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